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�  �         Mixer


Model No. : KTM-33B  Rated: 230V ac 3 ~ 60Hz  0.75kW 6 Poles R.P.M: 80 


Machine Dimension/Weight: 1878x1000x420mm / 54.5 Kg


Year:  2014           Serial No: 


Manufacturer Name: Eversafety Technical  Co., Ltd.,


Address  : No. 35, Lane 232, Young Shin Rd., Taili District Taichung City, Taiwan. 41265





�Warning         安裝\使用\保養注意事項


For your own safety, read and understand all instructions before operating this machine 


Use recommended impeller with mixing shaft.


Aligning motor shaft and drive shaft with coupling in their design to achieve exceptional mixing in a short time frame in various applications, such as powder dispersions, suspensions, or liquids with very different densities, etc.. 


Use recommended 120RPM(4P), 80RPM as shown in Instruction Manual for mixing of a highly viscous solution , where a fast agitation is not needed or slow agitation is required to minimize foaming in the solution. 


Do not abuse your machine for mixing liquids with high viscosity. 


The maximum mixing volume is based on the soluble liquid-liquid solution and adiabatic mixing for a mixing period of twenty minutes. The volume may be varied due to the differences in mixing condition, such as mixing time, specific application, etc.


Always wearing personal protective equipment to prevent.  








Warning      


To prevent person injured in this area, please have this pin in lock position during service. 








